
Architect

Location

Project Year

Category

Johann Gottlieb Friedrich Bohnenberger

Architekten + Partner Dannien Roller

Tübingen, Germany | View Map

2018

Watch Towers

�

� �

https://archello.com/brand/architekten-partner-dannien-roller
https://archello.com/projects?location=T%C3%BCbingen%2C+Germany&country_code=DE&latitude=48.5216364&longitude=9.0576448
https://archello.com/project/default/view-map?slug=johann-gottlieb-friedrich-bohnenberger
https://archello.com/projects?building_year_from=2018
https://archello.com/projects/watch-towers
https://archello.com/
https://archello.com/search


Johann Gottlieb Friedrich Bohnenberger Observatorium, Schloss Hohentübingen
Architekten + Partner Dannien Roller as Architects�

The ground-level observatory was carefully restored as a unique monument and staged
as a museum on the eastern bastion of Tübingen Castle.
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The historical measuring instrument, the "Reichenbach'schen Wiederholungskreis"
(‘repeating circle’), was returned to its previous “structural casing” and made
accessible to be experienced by visitors to the castle. 
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Material Used: 
The aim of the construction measures was to carefully restore and repair the building in
order to put the historical measuring instrument back in its previous place. The building
was extensively restored and repaired by various specialist restorers (stone, wood,
textile, plaster and metal) in close coordination with the State O�ce for the
Preservation of Historical Monuments, under the coordinating supervision of our
architect. 
For the restoration of the observatory, materials from old stocks were used, such as an
old church roof to repair the roof of the observatory.
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